
FS-ANK-CAP-02

Anchor Kit
Surface Mount

For Fastener Pack
(FP-ANK-CU-02)
CUSTOMER NOTICE:

FOLLOW ASSEMBLY INSTRUCTIONS CLOSELY. DAMAGES DUE TO IMPROPER
ASSEMBLY WILL NOT BE COVERED UNDER WARRANTY.  ANCHORS FOR YOUR
PARTICULAR SURFACE ARE NOT INCLUDED DUE TO THE MANY POSSIBILITIES

OF THIS APPLICATION.

Before assembly, please make sure all components are included.

 4  -  Aluminum Anchor Brackets
AL-L-ANK-A-02

8  -  5/16" x 1 1/4" Hex Head Lag Screw

Also needed for this assembly will be the following materials:

1  -  3/16" Drill Bit
1  -  1/2" Wrench or Socket



FS-ANK-CAP-02

Bench Assemblies

5/16" x 1-1/4"

Hex Head Lag Screw

Step #1:
(Start with a fully assembled bench. View
cut away to show detail only.) Align the
anchor brackets in the middle of the inside
of the legs of each of the outer bench ends.
Use the brackets to mark the hole locations,
and use a drill with a 3/16" drill bit to pilot a
hole 1" deep at each hole location.

Step #2:
Attach the anchor brackets to the bench end
legs using the 5/16" x 1-1/4" Hex Head Lag
Screws.

Step #3:
Place and align your bench in the permanent location you have chosen. Mark all four
anchor points on the surface using the holes in the anchor brackets. Move the bench
away, and drill a hole following the instructions of the appropriate anchors you have
chosen for your surface application (NOT INCLUDED). Attach your bench to the surface.



FS-ANK-CAP-02

Table Assemblies

5/16" x 1-1/4"

Hex Head Lag Screw

Step #1:
(Start with a fully assembled table. View cut
away to show detail only.) Align the anchor
brackets in the middle of the inside of each
of the outer legs. Use the brackets to mark
the hole locations, and use a drill with a
3/16" drill bit to pilot a hole 1" deep at each
hole location.

Step #2:
Attach the anchor brackets to the table legs
using the 5/16" x 1-1/4" Hex Head Lag
Screws.

Step #3:
Place and align your table in the permanent location you have chosen. Mark all four
anchor points on the surface using the holes in the anchor brackets. Move the table
away, and drill a hole following the instructions of the appropriate anchors you have
chosen for your surface application (NOT INCLUDED). Attach your table to the surface.



FS-ANK-CAP-02

Miscellaneous Assemblies

5/16" x 1-1/4"

Hex Head Lag Screw

Step #1:
(Start with a fully assembled product.) Align
the anchor brackets with a solid location at
least 1-1/2" thick. Use the brackets to mark
the hole locations, and use a drill with a
3/16" drill bit to pilot a hole 1" deep at each
hole location.

Step #2:
Attach the anchor brackets to the product
using the 5/16" x 1-1/4" Hex Head Lag
Screws.

Step #3:
Place and align your product in the permanent location you have chosen. Mark all four
anchor points on the surface using the holes in the anchor brackets. Move the product
away, and drill a hole following the instructions of the appropriate anchors you have
chosen for your surface application (NOT INCLUDED). Attach your product to the
surface.


